

[image: image7.jpg]



[image: image1.png]YELLOW JACKE



R 60a (115V/60HZ) SERIES REFRIGERANT RECOVERY SYSTEMS – fast recovery of most refrigerants including R-410A  
Yellow Jacket System R 60a is rated as fast or faster than all competitive units in the ARI directory or UL listings for most CFC, HCFC, and HFC refrigerants including R-410A. Features include all of the following:

· Fast recovery with pumping straight liquid refrigerant at up to 4 lbs./min., and vapor at 2 lbs./min. 

· Durability with proven 1/2 hp oil-less direct drive compressor. Permanently lubricated cylinder walls eliminate oil maintenance and compatibility problems. 

· Built-in 200 mesh particulate filter to protect unit from dirty systems. 

· “On-the-fly” purge with simple turn of a knob to remove residual refrigerant and help prevent cross contamination. 

· Easy, intuitive use with 2-valve set-up and no hose switching. 

· Quiet running with components nested to reduce vibration and noise. Oil-less compressor is inherently quiet. Tough polypropylene case dampens vibration rather than amplify it like metal.

· High volume air flow ducted over oversized condenser for cool running even in high ambient temperatures. 

· Controls and gauges inset for protection and angled for easy access and viewing. 

· High strength construction for rugged use, yet lightweight at less than 30 pounds. (13.6 kg). Rounded corners help protect you and your customers property from scrapes. 
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R 70a (115V/60HZ) SERIES UNIVERSAL RECOVERY SYSTEMS –
adds fully automatic operation to the speed of R 60a
Start with the features of the R 60a at left and add fully automatic operation for every refrigerant. R 70a is the first truly automatic recovery system for most refrigerants. There’s not even a switch to touch for R-410A. Now you’ve got the freedom to work elsewhere after hook-up. You can run at record speed with totally automatic changeover from liquid to vapor. Pump liquid refrigerant at up to 4 lbs./min.; vapor at up to 2 lbs./min. 

· Advanced 1/2 hp, 3425 rpm oil-less compressor with precision valves manufactured in an ISO-9001 facility. 

· Pulls 15" vacuum then shuts off and on automatically to maintain vacuum.

· LED signals recovery completion. 

· High efficiency fan keeps air moving across an oversized fan for cool running even in hot weather. 

· Senses back pressure from tank and shuts off automatically at 520 psi for safety. 

· Single high pressure safety switch. 

· Reusable 200 mesh filter insets into suction port for protection. Simple cleaning eliminates replacement due to clogging. 

· Color-coded hook-ups for proper use. 

· “On-the-fly” purge with simple turn of a knob to remove residual refrigerant and help prevent cross contamination.
· Designed and manufactured in USA and approved by a major Japanese A/C manufacturer as the only unit to pass their stringent testing.
· Tested by UL to ARI 740-98
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NEW R 80a (115V/60HZ) SERIES UNIVERSAL RECOVERY SYSTEMS – adds subcooling to the R 70a
When ambient temperatures go up at a service site, refrigerant in the recovery tank gets hot and expands to increase pressure, reducing recovery speed. You could either ice the tank to cool and condense the contents or just flip the subcooling switch on the new R 80a System. The switch is faster and more convenient. 

Subcooling lowers the temperature of refrigerant below its dew point. In subcooling mode the R 80a draws hot vapor from the recovery tank and it goes back through the condenser. The vapor is cooled and returned to the tank as a liquid to lower tank temp and pressure. With a cooler tank and lower pressure, you can fill the tank more quickly with more refrigerant on hot days, and help maximize compressor life. 

Set-up is a simple 3-hose hook-up when connecting the R 80a to the system and tank. Same as the R 70a at left, recovery is automatic. Subcooling takes only the flip of a switch without changing hoses.
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REFRIGERANT HANDLING EQUIPMENT
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  MicroVac II

TOL02061 RRAB111A2A0 MVSII-115 115/60/1,110/50/1,0.75Hp,15A LP Shutoff
Microvac II meets the air conditioning contractor’s need for a fast, durable and easy to service recovery unit.

The unit’s more powerful 3/4-hp oil-less compressor generates higher recovery rates for faster, more reliable recovery.

Controls are top mounted and shielded by the handle for better protection. A simpler design incorporates just two hand valves that perform self-evacuation and recovery in fewer steps. Initiate direct liquid recovery with no fear of compressor damage. The compressor’s unique discharge ball valve easily handles refrigerant liquid without slugging. A larger fan mounted on the compressor motor freely circulates air through the heavy gauge wire screens on the cabinet to maximize condensing capacity.

Recovery proceeds until the unit automatically shuts off when the cooling system is under a 10-inch vacuum. This shut off feature prevents the compressor from operating against a deep vacuum and being starved for lubrication, thus components will last longer.

Microvac II recovers R410a and other commonly used CFC, HCFC and HFC refrigerants. The compact, 30-lb unit is easily carried to a job site by its included shoulder strap. After years of heavy use, a complete overhaul may be performed in the field with simple tools and readily available spare parts in about 30 minutes. An optional kit to install a hardwired tank float cable in the field is available.


	Higher ARI            R22     R410a

Certified Rates:    lb/min lb/min

Push/pull              14.01 16.17

Direct Liquid           5.04   6.23

Vapor                      .31    .33

High Temp. Vapor   0.33     N/A

Speed Enhancing Features

• More powerful ¾-hp oil free compressor

• Mesh cabinet screens increase air circulation and condensing capacity

More Durable

• Unique discharge ball valve prevents slugging and premature compressor failure

• 10-inch vacuum switch automatically halts recovery & prevents compressor from running against a deep vacuum with no lubrication

• Top handle shields valves, ports and gauges for better protection.

Easy To Use

• Two hand valves perform self-evacuation and recovery in fewer steps

• Comfortably tote the compact 30-lb unit to your job site by its included shoulder strap

Easy To Field Service

• Compressor may be overhauled in the field with simple tools and readily available spare parts in about 30 minutes

Safety Features

• High pressure shut off at 550-psi

• Low pressure shut off at 10-inches Hg

Included With Purchase

• Shoulder strap

• 3 cubic inch filter

Accessories

• 6-ft tank float cable kit

• Spare 3-cubic inch filter driers

• 30 & 50-lb refrigerant tanks

Note: Unit is equipped with a 3 prong flanged inlet. Maximum length of 100-ft 12-gauge power cord recommended
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   HandiVac
TOL01144 RRBA111A1A0 RTO-500-115-F 115/60/1, 110/50/1, (2) 0.5Hp, 15A Float Cable Connection 

No oil-less refrigerant recovery unit transfers refrigerant as quickly as HandiVac. Its dual 0.5Hp oil-less compressors accelerate refrigerant recovery on commercial cooling systems.  HandiVac’s patented oil-less compressors automatically prevent liquid from harming their valves during direct liquid transfer. Its unique self-cooling design generates less heat and discharge pressure, which promotes faster transfer rates at higher ambient temperatures.  Dual fans and condensing coils remove more heat from recovered refrigerant to ensure fast recovery on hotter days or larger volume cooling systems.
	Higher ARI

Certified Rates:   R22 lb/min

Push/pull              25-lb/min

Direct Liquid      7.80-lb/min

Vapor               0.62-lb/min

Speed Enhancing Features

• Twin 0.5Hp compressors, dual fans and condensing coils provide commercial grade recovery capacity.

• Self evacuates before and after recovery to prevent contamination.

Less Maintenance

• Oil-free compressors lessen maintenance hassles. Easily switches between R12, R22, R134a, R500, R502, R410a, R409, MP39 and other high pressure refrigerants and blends.

• High air circulation properly cools the compressor motors and heads as well as other internal components for longer service life.

Safety Features

• High pressure shut off at 450-psi

• Automatic low pressure shut-off at 15-in. Hg

• Tank float cable connection

Included with Purchase

• One 5-cubic inch in-line filter

• Power cord adapter (Overseas

model only)

• 6-ft tank float cable

• Two 3/8”-1/4” hose adapters

Accessories (see page 16)

• 6-ft, 10-ft, and 20-ft hoses in diameters of 1/4”, 3/8”, and 1/2”.

• 30, 50, 250-lb recovery tanks

• Spare 5-cubic-inch in-line filters

Note: Unit is equipped with a 3 prong flanged inlet. Maximum length of 100-ft 12-gauge power cord recommended.
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