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	Portable Pressure Washer 

GPW-1200 TOL01679
	Compact yet heavy-duty, the GPW-1200 Portable Hi-Pressure Washer is designed to be carried easily up ladders and into tight locations. The unit is ideal for a wide range of applications, from cleaning HVAC drip pans in ceilings to delicate air conditioning coils on rooftops.
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	FEATURES
· Stainless steel construction - long life 
· Steel reinforced hose – rugged
· Stainless steel wand – durable
· Variable pressure nozzle - matches application
· Can use hot water - additional cleaning power 

· Soap container - easy injection of chemicals

SPECIFICATIONS

· Motor Power: Standard:1.7 HP (1.3 kW), 15 amps, 115 V, 60 Hz AC (Optional: 7.5 amps, 230 V, 50 Hz)

· Output Water Pressure: 1,200 PSI at 1.8 GPM (80 BAR at 6.8 LPM)

· Pump: Triplex plunger running in oil bath

· Dimensions: 10 " (265mm) high x 15" (380mm) wide x 9" (230mm) deep

· Weight: 41 lbs (19 kg) net dry



	CoilPro( Coil Cleaner

CC-120   TOL02255      
	The CC-120 is designed to be flexible. The unit can be used for just about any coil cleaning application. It can operate on AC power, or on its integrated rechargeable battery. In addition, the unit can connect to a 3⁄4" water line for continuous operation, or can draw from its own 4 gallon tank. The combination of our new CoilPro, used in conjunction with CoilShine will give you the cleanest coils you have ever had!
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	FEATURES

· Simple to operate - Minimal training required
· Stainless steel wand – Durable
· Flexible extension - Clean hard to reach areas
· Four custom nozzles - Matches application
· Integrated water tank - No hose required
· Integrated soap container - Easy injection of "CoilShine"
· 12 V rechargeable battery - Spray up to 90 gallons (150 gallons open flow) on one charge
SPECIFICATIONS
· Motor Power: 0.2 HP

· Input Power: 3 amps, 115 V, 60 Hz AC or
12 amps, 12 V, DC rechargeable SLA battery

· Input Water Pressure: Maximum 125 PSI

· Output Water Pressure: Variable, 40-150 PSI at 0.25-1 GPM

· (Optional: 500 PSI at 1.6 GPM, AC model only)
· Pump: Positive displacement diaphragm pump
· Water Tank: 4 gallons
· Soap Container: 2 gallons
· Dimensions: 32" high x 20" wide x 11" deep, Weight: 76 lbs net dry


	RAM-4 Tube Cleaner
	The RAM-4 Tube Cleaner is the fourth generation of the original rotary tube cleaner. This machine makes tough tube cleaning a simple, one-person operation. It is ideal for cleaning tubes/pipes "-1" (6.4-25.4mm) I.D. in chillers, condensers, evaporators, absorption machines and heat exchangers.  The RAM-4 uses a cleaning tool mounted to the tip of a flexible shaft. The unit feeds water through the casing to the cleaning tool, flushing out deposits as they are loosened.

	


	FEATURES

· Simple to operate - minimal training required

· Stainless steel construction - long life

· Interchangeable cleaning tools – versatile

· Large wheels - easy to move

· Simultaneous water flush - removes deposits

· Foot switch activation - safe operation

SPECIFICATIONS

· Flexible Shaft Speed: 862.5 rpm

· Motor Power: HP (0.4 kW)

· Input Power: Standard: 9 amps, 115 V, 60 Hz AC (Optional: 9 amps, 115 V, 50   Hz; 4.5 amps, 230 V, 60 Hz; or 4.5 amps, 230 V, 50 Hz)

· Dimensions: 37" (940mm) high x 20" (510mm) wide x 17" (430mm) deep

· Weight: 49 lbs (22 kg) net dry
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